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Article numbers 

 

 

 

 

Article number EAN code  

   

TS700A 4BXX1  5 708499 117265   

TS700A 7BXX1 5 708499 116381   

TS700A 8BXX1 5 708499 117241   

   

   

Ordering example   

   

 
TS   700   A   7   B     XX1 
 

  

    

   

 Free numbers   
    
    
 Colour  B = black RAL 9004 
    
    
 AC Plug and voltage  4 = NZ/AUS, 2‐Pin plug, 100‐240VAC 
   7 = EU & UK, 2‐Pin plug, 100‐240VAC 
   8 = US, 2‐Pin plug, 100‐240VAC 
    
 Configuration  A or B 
    
 Stroke  700 = 700mm 
    
 Mechanism type  TS = TV Stand 
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Packing details 

1 pcs. 

 

16,0 kg 

0,023 m3 

24 pcs. 

 

399 kg 

0,813 m3 
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Bill of material

ITEM NO.  QTY  PART NO. DESCRIPTION

1  1  323870 Cardboard box,
2  1  116600 TS700A assembly

3  1  116590 A ‐ Power and acc. box packed, EU
4  2  323880 PS block
5  2  313710 Cardboard block
6  1  316960 ID label
7  1  317920 Serial no. label
10  2  117300 Screen arm assembly

 



 

page  6 
 

Product data sheet: TS700A, Electric flat lift

 

Assembly and use 

The electrical components should be connected after mounting the lift. All wires have DC jacks or multi plugs  

and since using different types only the correct connection can be made.  

All products come with an instruction manual. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The mechanism can now be operated up and down using the supplied remote unit. Push “    ” and the lift 

will expand. Pushing “     ” and the lift will contract. 

Anti squeeze – auto reverse function: If the product hits an item on its way down, it will reverse a bit in up 

going direction. The pressure given before reversing is equal to the weight of the TV that is mounted. 
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Dimensions [mm] 
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Specifications 

 

Mechanism 

Stroke  700mm 

Max. working loads: 65 kg (by standard installation) 

29 kg (when lift is mounted upside down) 

100 kg peak load 

Duty cycle:  10% by 50% of working load or max 2 min. continuously 

Speed  28 mm/sec (unloaded) 

VESA  400x300 - 400x200 - 400x100 

300x300 

200x200 - 200x100 

100X100 

 

Component  

Metal sheet parts: St 37-2 

Gear parts:  St 70-2 

Gear motor:  VENSET brand motor no. 116490 

Power supply:  120 W AC Power Transformer 

  Consumption: 60 W (max. 120 Watts); Standby: Max 0,9 Watts 

Plastic components: PEHD, PA6, POM 

Surface treatment Visible metal parts powder coated in black colour, RAL 9004 

  Non visible metal parts are surface treated  

  (e.g. zinc plated) 

Operating system: Rocker switch or RF remote system 

Remote system RF signal operated (Radio frequency – 433,92Hz) 
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Safety & test 
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